
Composite Curve (Three Phase)
C41 • C51 • C61 SERIES

5A - C51AB-1/2HP
5B - C51AB-3/4HP
5C - C51AB-1HP
5D - C51BC-1HP
5E - C51BC-1 1/2HP
5F - C51CD-1HP
5G - C51CD-1 1/2HP
5H - C51CD-2HP
5I - C51DE-1 1/2HP
5J - C51DE-2HP

4A - C41AB-1/3HP
4B - C41AB-1/2HP
4C - C41BC-1/3HP
4D - C41BC-1/2HP
4E - C41CD-1/3HP
4F - C41CD-1/2HP
4G - C41CD-3/4HP
4H - C41DE-1/2HP
4I - C41DE-3/4HP
4J - C41DE-1HP
4K - C41EF-3/4HP
4L - C41EF-1HP
4M - C41EF-1 1/2HP

6A - C61AB-1 1/2HP
6B - C61BC-1 1/2HP
6C - C61BC-2HP
6D - C61BC-3HP
6E - C61CD-3HP

C41 • C51 • C61 SERIES (60 Hz TEFC Service Factor Motor Horsepower Selections*)

* Horsepower data is valid for 1.0 specific gravity fluids only (3 Phase)

3450 RPM



Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)

C41BC - 1/3HP (3/4 X 1 X 4)

C41BC - 1/3HP (3/4 X 1 X 4)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)

C41DE - 1 HP (1 1/4 X 1 1/2 X 4)

C41DE - 1 HP (1 1/4 X 1 1/2 X 4)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)

U.S. GALLONS PER MINUTE
0 10 20 30 40 50 60

A
M

P
S

* 
@

 2
08

 V
O

LT
S

3.4

3.6

3.8

4.0

4.2

4.4

4.6

H
E

A
D

 IN
 F

E
E

T

0

20

40

60

80

100

120

Head-Capacity

Amps*

U.S. GALLONS PER MINUTE
0 10 20 30 40 50 60

A
M

P
S

* 
@

 2
30

 V
O

LT
S

3.4

3.8

4.2

4.6

5.0

5.4

5.8

H
E

A
D

 IN
 F

E
E

T

0

20

40

60

80

100

120

Head-Capacity

Amps*

C51BC - 1 1/2HP (3/4 X 1 X 5)

C51BC - 1 1/2HP (3/4 X 1 X 5)

Section C Page 444
Dated Jan 2004



Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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Performance Curves (Three Phase)
C41 • C51 • C61 SERIES

2880 RPM

3450 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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C41 • C51 • C61 SERIES

Performance Curves
(Three Phase)

3450 RPM

2880 RPM

*Amp and HP data valid for 1.0 specific gravity fluids only (3 Phase)
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